Fuel Coalescer & Filtration Systems

Fuel Filtration for Day Tanks & Main Tanks
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ADVANTAGES

TURBINES

DIESEL ENGINES

FUEL HANDLING

More complete
combustion with less
smoke.

Longer injection and
pump service life.

Provide clean and water
free fuel to your engine or
storage tank.

Lower sulfidation rate of
turbine blades.

Longer engine oil life
and cleaner oil and
fuel.

Longer filter life as it resist
choking from asphaltene.

Less metallic corrosion of
turbine blades with lower
grade fuels.

Longer filter element
life than pleated media.

Longer life for on-engine
OEM supplied fuel filters.

Longer hot section life
between overhauls.

Cleaner exhaust
emissions.

Longer fuel storage life.

Contaminated
Fuel

Emulsified
Water with Free
Water at Bottom

Water Removal
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Particulate Removal
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FUEL COALESCER & FILTRATION
SYSTEM

Model #: FCHA-18/C522-4/840X-DUP-B

Coalescer Vessel
for Water
Removal 840X Quad
Holds 18 Qty. Duplex Housings
C522 Coalescer | ForParticulate
Elements Removal
Holds 8 Qty.
840X Filter
Elements

3” Flanged
Outlet

3” Flanged Inlet

Mechanical
Auto Water
Drain
(Optional
Electrical Drain)

Specifications:
1.  Flow Rate up to 275 GPM (1040 LPM)
2. Particulate Control as low as ISO 14/12/10

3. Water removal as low as 4 PPM
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FUEL COALESCER & FILTRATION
SYSTEM with DUPLEX PUMPS
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Particulate Removal Pre & Post
Filter Options

Micro-glass Media Filter Elements used in
Simplex & Duplex Housings — Post Filter
Option

Bag Filter Elements used in Simplex &
Multi-element Housings — Pre Filter Option
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COALESCING TECHNOLOGY

Used in:
Refineries
Pipelines

Bulk Storage Terminals

Utilities

Paper Mills
Chemical Plants
Marinas
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